Organ Specfications

Reuter two-manual and pedal

First Presbyterian Church
1200 S. Collins, Arlington, Texas

Great (exposed)

8 ft. Principal, 61 pipes

8 ft. Spitzfloete, 61 pipes

4 ft. Octave, 61 pipes

4 ft. Spillfloete, 61 pipes

2 ft. Fifteenth, 61 pipes

IIT Rank Fourniture, 183 pipes
Chimes

Great to Great 16°, 4’, Unison Off
Swell to Great 16°, 8, 4°

Pedal

16 ft. Bourdon, 44 pipes

16 ft. Lieblichgedeckt (Sw), 12 pipes
8 ft. Octave, 44 pipes

8 ft. Bourdon, 32 notes

8 Ft. Gedeckt (Sw), 32 notes

5 1/3 ft. Twelfth, 32 notes

4 ft. Super Octave, 32 notes

4 ft. Gedeckt (Sw) 32 notes

16 ft. Bombardo, 12 pipes

8 ft. Trompette, 32 notes

4 ft Trompette, 32 notes

Great and Swell to Pedal, 8°, 4°

Swell (enclosed)

8 ft. Gedeckt, 68 pipes

8 ft. Viole de Gamba, 68 pipes
8 ft. Viole Celeste, 56 pipes
4 ft. Principal, 68 pipes

4 ft. Nachthorn, 68 pipes

2 2/3 ft. Nasard, 61 pipes

2 ft. Blockfloete, 61 pipes

8 ft. Trompette, 68 pipes

4 ft. Hautbois, 68 pipes

8 ft. Krummhorn, 68 pipes
Tremulant

Swell to Swell 16°, 4°, Unison Off

Zimbelstern

Solid State capture system
8 memory levels

10 generals

8 divisionals



